
Screen Products
Pocket Guide

Laser Imaging Media

Ink Jet Media

Screen Printers using 
Aqueous Ink Jet Printers

Aqueous Ink Jet user
(Dye based inks)

JTK4 
Economical 4 mil clear polyester film  
that is coated for dye based inks which 
produces crisp high density prints. This  
is not a water resistant product and can  
not be used with pigment inks.

Aqueous Ink Jet user 
(Dye and Pigment based inks)

JTK5 
Premium 5 mil instant dry transparent 
polyester film with a fast dry water  
resistant micro porous coating. This  
product will not curl during printing  
or post processing. 

The following is an explanation of  
how Policrom Inc.’s line of screen  
printing products is used in the screen 
printing process. 
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Prepress Products
OVM, Rubi, Anti Static Films, Scanner

Pressroom Products
Ink Fountain Liners; Paper, Adhesive-backed  
and Non-adhesive Press Packing; Washcloth  
in Mini-rolls and Jumbo rolls; PoliWet Prewet  
mini wash rolls; Coating Blankets.

Flexographic Products
Polypropylene, PET substrates and cover films

Laser Imaging Products
Clear and Matte thermally stabilized films  
for Laser imaging, Rubber Stamp and Screen  
applications

Proofing Products
Imposition and Contract Proofing Papers for Dye 
and UV applications on Epson, HP, Iris, Scitex  
and other popular formats

“3D InkJet Films” PoliJet and  
PoliJet Gold Dye Sublimation Films

Coated Textile Products

Policrom Italy
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Carvico 24030 Bergamo 
Italia

+39 035 4382411
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Policrom Shanghai
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Policrom provides  an economical line of   
laser medias to fit the needs of any screen 
print business. Our lines offer a high  
quality solution at an affordable price 
point. This eliminates the need and cost  
of a film processor.

Screen Printers using  
laser printer

LMO4
4 mil thermally stabilized transparent  
polyester film with a matte surface coating  
for optimal toner adhesion 

LMO5
A thicker (5 mil) version of LM04,  
which increase the stability of the product. 

When discussing these products be  
advised that the LM05 can be too thick  
for some laser printers. 

Our products are used in a specific process 
called photo emulation that forms a stencil 
on the screen and are designed for optimal 
performance for this technique. The follow-
ing is a basic guide to assist you directing 
your customers to the Policrom product that 
will fit their needs best. 

Creating a stencil on a printing screen using the  
Photo Emulsion Technique

Screen Making

1. Print finished image in high density black 
on a sheet of one of the following Policrom 
Products:

2. The acetate is placed over the dry,  
emulsion-coated mesh screen, and then  
exposed with a strong light. The areas that  
are not opaque (unprinted) in the overlay  
allow light to reach the emulsion, which  
hardens and sticks to the screen. 

3. The screen is then washed off thoroughly 
using a medium pressure spray of water. 
The areas of emulsion that were not exposed 
to light (printed), dissolve and wash away. 
This leaves a negative stencil of the image 
attached to the screen. The mesh screen is 
ready to be used, where the emulsion did 
not harden the screen printing inks will 
pass through the screen and screen print the 
desired substrate. 

Sample Goes Here
If you would like to order a sample  

please contact us at:
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